
ISO 9001Certified
A Jason Company

8000 Whitepine Road
N. Chesterfield, VA 23237

e: industrial@sealeze.com
www.sealeze.com

t: 1.800.787.7325
f: 1.800.448.2908

Contact Name: ___________________________________________

Company Name: _________________________________________

Phone:  __________________________________________________

Fax:  ____________________________________________________

Email:  ___________________________________________________

Specifications
Quantity:  ________________________

Annual Usage:  ___________________

Channel Material:  ________________
Galvanized, T-304 S/S, Other S/S 
available on request

Channel Section: A, B, C, D, F, G, K

Overall Length:  __________________

Exposed Length:  _________________

OAT (Overall Trim):  _______________

Filament Material:  ________________

Level or Crimped:  ________________

Filament Diameter:  _______________

Application:  ______________________

__________________________________

__________________________________

Strip Brush
Worksheet [R. 01.2015]

CHANNEL DIMENSIONS

Section X Y

in mm in mm

A 0.095 2.413 0.110 2.794

B 0.150 3.810 0.152 3.861

C 0.180 4.572 0.199 5.055

D 0.240 6.096 0.256 6.502

F 0.313 7.950 0.313 7.950

G 0.350 8.890 0.370 9.398

K 0.500 12.700 0.500 12.700

X
Y

Exposed LengthOverall Trim (OAT)

OAT

POPULAr FILAMENT MATErIALS INCLUDE:

• nylon, nylon 6, 6.6 and 6.12
• polypropylene
• polyester
• stainless steels
• mild steel
• brass
• horse hair
For a list of stock nylon brushes, see Sealeze Stock Nylon Brush Worksheet

Overall Length


